DISCLAIMER:

No warranty of any kind is made

The City of Wichita Falls assumes no responsibility for the

ct results or damages resulting from its use.

The use of this standard is governed by the City of Wichita Falls Engineering Department.

by the City of Wichita Falls for any purpose whatsoever.
conversion of this standard to other formats for incorre

VALVE BN

WIDTH "B” OF SADDLE.
SEE NOTE BELOW

1-1/2" __]
CLR

VARIES

2 LAYERS OF 30#
ROOFING FELT SECURE —]
TIGHT TO PIPE
DURING POURING

<——D-——>

1" MIN NON—SHRINK

/ GROUT, POURABLE

#3 BARS

6"

#5 © 12" MAX
VERT SPACING

. 2" CLR
TYP

#5 @ 12" MAX EXTEND
TO 1-1/2" CLR AT TOP
OF CONCRETE

7//

NOTES:

1. THICKNESS "B” OF SADDLE
B=6" WHEN D < 24
B=10" WHEN 24 < D < 42
B=12" WHEN D > 42

2. FOR "B"=10" OR THICKER, USE 2

LAYERS OF REINF,

TURN HORIZ. BARS 90°'TO HOOK AROUND VERTS

1-1/2" CLR OF CONCRETE.

3. FORM 3/4” BEVEL ON ALL EXPOSED CORNERS OF SUPPORT.
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CONCRETE 6" MINIMUM
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